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be terminated, and whether new tech-
nologies are appropriate for incorpora-
tion into the ambient air monitoring 
network. The network assessment 
must consider the ability of existing 
and proposed sites to support air qual-
ity characterization for areas with rel-
atively high populations of susceptible 
individuals (e.g., children with asth-
ma), and, for any sites that are being 
proposed for discontinuance, the effect 
on data users other than the agency 
itself, such as nearby States and Tribes 
or health effects studies. For PM2.5, the 
assessment also must identify needed 
changes to population-oriented sites. 
The State, or where applicable local, 
agency must submit a copy of this 5- 
year assessment, along with a revised 
annual network plan, to the Regional 
Administrator. The first assessment is 
due July 1, 2010. 

(e) All proposed additions and 
discontinuations of SLAMS monitors 
in annual monitoring network plans 
and periodic network assessments are 
subject to approval according to § 58.14. 

[71 FR 61298, Oct. 17, 2006, as amended at 72 
FR 32210, June 12, 2007; 73 FR 67059, Nov. 12, 
2008; 73 FR 77517, Dec. 19, 2008; 75 FR 6534, 
Feb. 9, 2010; 75 FR 35601, June 22, 2010; 75 FR 
81137, Dec. 27, 2010] 

§ 58.11 Network technical require-
ments. 

(a)(1) State and local governments 
shall follow the applicable quality as-
surance criteria contained in appendix 
A to this part when operating the 
SLAMS networks. 

(2) Beginning January 1, 2009, State 
and local governments shall follow the 
quality assurance criteria contained in 
appendix A to this part that apply to 
SPM sites when operating any SPM 
site which uses a FRM, FEM, or ARM 
and meets the requirements of appen-
dix E to this part, unless the Regional 
Administrator approves an alternative 
to the requirements of appendix A with 
respect to such SPM sites because 
meeting those requirements would be 
physically and/or financially imprac-
tical due to physical conditions at the 
monitoring site and the requirements 
are not essential to achieving the in-
tended data objectives of the SPM site. 
Alternatives to the requirements of ap-
pendix A may be approved for an SPM 

site as part of the approval of the an-
nual monitoring plan, or separately. 

(3) The owner or operator of an exist-
ing or a proposed source shall follow 
the quality assurance criteria in appen-
dix A to this part that apply to PSD 
monitoring when operating a PSD site. 

(b) State and local governments must 
follow the criteria in appendix C to this 
part to determine acceptable moni-
toring methods or instruments for use 
in SLAMS networks. Appendix C cri-
teria are optional at SPM stations. 

(c) State and local governments must 
follow the network design criteria con-
tained in appendix D to this part in de-
signing and maintaining the SLAMS 
stations. The final network design and 
all changes in design are subject to ap-
proval of the Regional Administrator. 
NCore, STN, and PAMS network design 
and changes are also subject to ap-
proval of the Administrator. Changes 
in SPM stations do not require approv-
als, but a change in the designation of 
a monitoring site from SLAMS to SPM 
requires approval of the Regional Ad-
ministrator. 

(d) State and local governments must 
follow the criteria contained in appen-
dix E to this part for siting monitor in-
lets, paths or probes at SLAMS sta-
tions. Appendix E adherence is optional 
for SPM stations. 

§ 58.12 Operating schedules. 

State and local governments shall 
collect ambient air quality data at any 
SLAMS station on the following oper-
ational schedules: 

(a) For continuous analyzers, con-
secutive hourly averages must be col-
lected except during: 

(1) Periods of routine maintenance, 
(2) Periods of instrument calibration, 

or 
(3) Periods or monitoring seasons ex-

empted by the Regional Administrator. 
(b) For Pb manual methods, at least 

one 24-hour sample must be collected 
every 6 days except during periods or 
seasons exempted by the Regional Ad-
ministrator. 

(c) For PAMS VOC samplers, samples 
must be collected as specified in sec-
tion 5 of appendix D to this part. Area- 
specific PAMS operating schedules 
must be included as part of the PAMS 
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